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Errata

2nd Printing

(Entries in this section apply to the 1st and 2nd printings)

Page 35 – question 13 – should state “Choose 2” instead of “Choose 3”.

Page 78 – Question 7 – add “Choose 2” to the end of the question.

Page 86 – table 3-1 – last three rows in the last column – all three command prompts are wrong. the row for the map-class command should read “Router(config-map-class)#”, the row for the line command should read “Router(config-line)#”, and the row for the router command should read “Router(config-router)#”.

Page 107 – figure 3-3 – the text below the arrowed line pointing left, from the startup-config towards the running-config, should list, “copy startup-config running-config”, instead of “copy running-config startup-config”.

Pages 119-122 – figures 4-1, 4-2, and 4-3 – R2’s Serial link should be labeled S0/1, instead of S0/0, to match the text in the examples.

Page 218 – Table 6-2 – OSPF column – RFC 2238 should instead be RFC 2328.

Page 223 – question 4 – should say “choose 2” instead of “choose 3”

Page 230 – figure 7-2 – Box labeled “R2 IP Routing Table” – bold line should have a line through it to represent the fact that this route is removed from the routing table.

Page 232 – 1st paragraph under figure 7-3 – end of 2nd line – reference to “Figure 7-4” should instead be “Figure 7-3”.

Page 237 – Figure 7-7 – box with 4 text routes, just above the R2 icon – 2nd line currently reads “172.30.11.0, metric 1” – it should instead list “…metric 2”.

Page 237 – numbered list at the bottom of the page – item #2 – last word says “R2”, should be “R1”.

Page 410 – question 13 – correct answers should be A, C (not F)
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