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Note: Due to some oddities in the printing production process, multiple print runs may have the same printing number. To fully identify some printings, you must look at the copyright page, and find both the printing number and the printing month/year. In this errata file, when the same print run number has been used for multiple printings, the printing number and date is listed in this errata file. Please compare this to your book’s copyright page to find the correct printing and section to begin with in this errata file.

“3rd Printing, January 2008” 

(Applies to previous printings as well)

Page 146 – last paragraph – 3rd line from the bottom – current reads “…active, VLAN 3 would not be omitted…” – delete the word “not”.

Page 208 – figure 5-3 – three text errors exist. Near the center top, text "172.16.29.0/25" should instead be "172.16.2.0/24" (note both errors). Also, just to the right, text "172.16.3.0/25" should be "172.16.3.0/24".

Page 315 – table 8-3 – RIP-1 column – row for "supports autosummarization" – the cell should list "yes", meaning RIP-1 does support autosummarization.

Page 345 – Question 9 - The bold text in answer “A” should contain the “authentication” keyword, so that it instead reads ip ospf authentication message-digest.

Page 394 – paragraph before example 10-4 – end of 2nd line – text "…alternative route's RD is less than or equal…" – delete "or equal".
Page 491 – Example 14-4 – replace line reading frame-relay interface-dlci 53 ietf with frame-relay map ip 199.1.1.3 53 ietf. 

Page 491 – paragraph beneath example 14-5 – replace line reading frame-relay interface-dlci with frame-relay map.

Page 579 – question 7, answer D, which currently begins “FE80::6444…” should instead begin “FE80::4644…”

Page 584 – offset IPv6 address near the bottom of the page – it's missing the last quartet. Add to the end ":1234".

Page 596 – example 17-1 – 4th line from bottom, which is also the last grayed line – the IPv6 address that ends "3::1" should be "2::1", and the subnet number that ends "3::/64" should be "2::/64".

Page 601 – 2nd paragraph after figure 17-9 – delete sentence that reads “IPv4 has no concepts like the link local IP address”. (RFC 3921 defines the details of the IPv4 link local addresses, which are not otherwise covered in the book.)

Page 635 – Chapter 5 question 3 – Letter answer should be "A", not "C and D".

Page 637 – Chapter 8, question 8 – The letter answer should be "D", not "A".

Page 643 – question 7 – the answer text lists interface ID “6444:44FF:FE44:4444”; it should be changed to start with “46” instead of “64”.

CD-only appendix F – page 15 – Figure F-4 – the lower-right of the 4 switches in the figure should be labeled "SW4" instead of "SW3".

CD-only appendix F – page 29 – 1st paragraph under the example – 3rd line – "Fa0/5" should instead be "Fa0/11".

CD Appendix F – page 7 – first paragraph – 2nd line, 2nd half currents reads "… and subnet 172.20.87.0/26 (off R2's Fa0/1 interface)…" – instead, this phrase should read "…and subnet 172.20.86.0/26 (off R1's Fa0/1 interface)…".

CD Appendix F – Page 53 and 56 – figures F-10 and F-12 – In both figures, R1's Fa0/1 interface should instead be labeled as "Fa0/0".
3rd Printing (Listed as “3rd Printing, November 2007”)
(Applies to previous printings as well)

Page 43 – 2nd paragraph – last sentence – Replace “SW4” with “SW2”.

Page 345 – Question 9 - The bold text in answer “B” should not contain the “authentication” keyword, so that it instead reads ip ospf message-digest-key.

Page 357 – paragraph below figure 9-4 – the 2 references to “R1” should instead be “R2”, because the lowest-cost route is through R2, not R1.

Page 638 – Chapter 9, question 9 – both instances of the bolded text should not contain the “authentication” keyword, so that each instead reads ip ospf message-digest-key.

2nd Printing 

(Applies to previous printings as well)

Page 121 – 1st paragraph – three instances of the word “enabled” should instead read “disabled”. (1) towards end of 2nd line: “…CDP can be easily enabled”, replace “enabled” with “disabled”. (2) first few words of the 3rd line “…that CDP be enabled…”, again replace “enabled” with “disabled”. (3) towards end of the 5th line: “…CDP can be easily enabled using the no cdp enable…” – again, replace “enabled” with “disabled”.
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