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Corrections for February 16, 2012
	Pg
	Error
	Correction

	207
	Chapter 7, Table 7-5, Field: Destination Address, Description, Third sentence 

Reads:

Refer to

http://www.neotechcc.org/forum/macid.htm for a list of vendor codes.
	Should read:

Refer to

http://standards.ieee.org/develop/regauth/oui/oui.txt
for a list of vendor codes.


Corrections for October 21, 2011
	Pg
	Error
	Correction

	185
	Chapter 6, Table 6-29, Third Column, under 25

IP address
11001000

Subnet mask
11111111

Subnet address
11001000
	Should read:

IP address
00011001

Subnet mask
11111111

Subnet address
00011001

	185
	Chapter 6, Figure 6-9,  Third Column,

Reads:

IP address
11001000

Subnet mask
11111111

Subnet address
11001000
	Should read:

IP address
00011001

Subnet mask
11111111

Subnet address
00011001


Corrections Prior to October 21, 2011
	Pg
	Error
	Correction

	137
	Chapter 5, first paragraph, second sentence

Reads:

Then, you ask the technician to ping the gateway IP address, 172.16.254.254, and the pings fail.
	Should read:

Then, you ask the technician to ping the gateway IP address, 172.16.255.254, and the pings fail.

	192
	Chapter 6, Task 1: Subnet the Address Space, Following Step 1

	Insert the following:

Use the smallest subnet sizes that will accommodate the appropriate number of hosts.


This errata sheet is intended to provide updated technical information. Spelling and grammar misprints are updated during the reprint process, but are not listed on this errata sheet.
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