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	Pg
	Error – Second Printing
	Correction

	147
	Chapter 10, Number 6, Configuration
Reads:

C6K-DIST(config)#switchport capture allowed vlan 41

C6K-DIST(config)#switchport capture allowed vlan add 42

C6K-DIST(config)#switchport capture
	Should read:
C6K-DIST(config-if)#switchport capture allowed vlan 41

C6K-DIST(config-if)#switchport capture allowed vlan add 42

C6K-DIST(config-if)#switchport capture


Corrections for August 12, 2014
	Pg
	Error – Second Printing
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	366
	Chapter 17, Figure 17-62

Line in figure reads:

ISE sends User Certification to iOS Device
	Should read:

ISE sends User Certification to Endpoint


Corrections for August 12, 2014
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	329
	Chapter 17, Paragraph for Create the ACL on the Switch

Reads:

From the WLC GUI, under Security>Access Control Lists, add a new ACL named Android-Marketplace, and configure the ACL as the one in Example 17-1. This ACL is allowing DNS to bypass redirection, along with all four of the known Android Marketplace address ranges; all other web traffic will be redirected to ISE.
	Should read:

From Global-Configuration mode on the switch, create a new extended access-list, and configure the ACL as the one in Example 17-1. This ACL allows DNS to bypass redirection, along with all four of the known Android Marketplace address ranges; all other web traffic will be redirected.
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