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	Retail Page
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	93
	7
	2nd paragraph under Example 3-3 – last line – change text “disabled” to “notconnect”.

	401
	7
	paragraph after figure 13-10 – 4th/5th line – ”The cloud changes the DLCI to 40” should list “42” instead of “40”. 

	477
	7
	Figure 16-8 –change text “Calculated by Router” to “Calculated by Host”.

	511
	6
	2nd line – bold “ip ospf…” – change “ip” to “ipv6”

	533
	6
	4th line – “ipv6 eigrp asn” – change “asn” to “asn” (from bold to not-bold but italicized); it is a parameter, not a keyword.

	102
	5
	Near bottom of paragraph above Table 3-7 – “switchport mode trunk” should be “switchport mode”.

	20
	4
	Output of show vlan brief – Ports listed for VLAN 1 – 3rd row currently reads “Fa0/9, Fa0/10, Fa0/11, Fa0/12” – should instead list “Fa0/10, Fa0/11, Fa0/13, Fa0/14”. Also, in the paragraph below the example, change the reference to Figure 1-1 to 1-2, and the mention of the show vlan command to instead be show vlan brief.

	66
	4
	Item 1 in numbered list – last sentence – replace with “Both commands list both the root port and the root cost (see Example 2-8).”

	277
	4
	Last paragraph before heading “Summary of Interior…” – delete the last two sentences. (Those sentences describe an example that is claimed to cause a problem, but does not. To cause a problem, one router would need its configured hold timer to be less than that same router’s configured hello timer.)

	300
	4
	2nd paragraph under Example 10-5 – change reference to Example 10-5 to 10-4.

	391
	4
	Question 6 – replace the first two sentences in the question with: “BarneyCo has one central site, with ten remote sites, and Frame Relay PVCs connecting the central site to each remote site.” The answer and explanation do not change.

	54
	2
	4th paragraph, 2nd-to-last line – change “MaxAge” to “forward delay”.

	64
	2
	2 lines above the figure – “SW3’s G0/3” should be “SW3’s G0/1”.

	166
	2
	1st item in first list – delete “vlan” from “switchport mode vlan access”.

	199
	2
	Example 6-6 – bold command – replace “standby” with “glbp”

	277
	2
	last line, 1st paragraph under the figure – change “four times” to “three times”.

	277
	2
	last line, 2nd paragraph under the figure – change “…do not use R1 as a next-hop router.” to reference R2 instead of R1.

	286
	2
	1st item in bullet list – change “19,000” to “15,000”.

	413
	2
	Step 6B – this step applies only to multipoint subinterfaces. To the end of the step, add text “(multipoint only)”.

	563
	2
	4-item list, 2nd item – last word is “sting”, but it should be “string”.

	594
	2
	Step 9 (gray highlighted) – replace “and sets a new enable secret password.” with “and needs no passwords to move to enable mode.”


Cisco Press CCNA ICND2 Official Cert Guide – Errata

Last Update: June 30, 2014

