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Corrections for April 4, 2017
	Pg
	Error – Third Printing
	Correction

	500
	Chapter 10, Second Full Paragraph, Second Sentence

Reads:

In the example, note that the Fast Ethernet interfaces and the tunnel interface get the bold portion of the prefix 2002:0a01:6401:: from the Ethernet 0 interface’s IPv4 address, 10.1.100.1.
	Should read:

In the example, note that the Fast Ethernet interfaces and the tunnel interface get the bold portion of the prefix 2002:0a01:6401:: from the Ethernet 2/0 interface’s IPv4 address, 10.1.100.1.

	516
	Chapter 11, Remove Question 5 and renumber 6 thru 11
	Renumbering:

6 = 5

7 = 6

8 = 7

9 = 8

10 = 9

11= 10

	581
	Appendix A, Chapter 11, Remove Answer 5 and renumber 6 thru 11
	Renumbering:

6 = 5

7 = 6

8 = 7

9 = 8

10= 9

11 - 10


Corrections for March 10, 2017
	Pg
	Error – Third Printing
	Correction

	190
	Chapter 4, Four Paragraph

Reads:
Note that earlier, Example 4-4 showed basic WRED configuration inside some classes of a CBWFQ configuration.
	Should read:

Note that earlier, Example 4-3 showed basic WRED configuration inside some classes of a CBWFQ configuration.


	452
	Chapter 9, Figure 9-12, Spoke Router at top of figure for 172.16.13.1

Reads:

Static Public

IP Address
	Should read:

Static 

IP Address


Corrections for January 16, 2017
	Pg
	Error – Third Printing
	Correction

	379
	Chapter 8, Figure 8-25, Right side of Figure, linking R3 to R4


	Should read: 

R4 should read R5


Corrections for October 22, 2016
	Pg
	Error – Second Printing
	Correction

	281
	Chapter 7, First Paragraph, Third Sentence
Reads:

In fact, because 5 bits from the IP address are always mapped to 0, 25 (32) different class D IP addresses produce exactly the same MAC address.
	Should read:
In fact, because 5 bits from the IP address are always mapped to 0, 2^5 (32) different class D IP addresses produce exactly the same MAC address.

	261
	Chapter 6, Example 6-13, Eighteen Line Down

Reads:

CPE (config-if)# ppp chap password MyPassword
	Should read:

CPE (config-if)# ppp chap password PPPPassword


Corrections for January 5, 2015
	Pg
	Error
	Correction

	579
	Appendix A, Chapter 1, Answer 6

Reads:

6. C
	Should read:

6. D
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