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Corrections for September 1, 2010
	Pg
	Error
	Correction

	95


	Chapter 4, Second full paragraph, Second Sentence

Reads:

Call control handles call <$Icharacterizing;traffic flow;VoIP networks>ERROR! Bookmark not defined. setup and teardown, addressing and routing, and informational and supplementary services.
	Should read:

Call control handles call setup and teardown, addressing and routing, and informational and supplementary services.

(revised correction 05/10/2011)


	242
	Figure 8-2

Replace with new figure
	

	407
	Glossary, Term, administrative distance

Reads:

administrative distance
	Should read (in bold):

administrative distance


Corrections April 18, 2011
	Pg
	Error
	Correction

	330
	Chapter 11, Table 11-2 

Reads:

Table 11-2  Committee of European Postal and Telephone (CEPT) Hierarchy

Signal

Capacity

Number of

E0

64 kbps

N/A

E1

2.048 Mbps

1

E2

8.448 Mbps

4

E3

16

E4

64

E5

256


	Should read:

Table 11-2  Committee of European Postal and Telephone (CEPT) Hierarchy

Signal

Capacity

Number of E1s

E0

64 kbps

N/A

E1

2.048 Mbps

1

E2

8.448 Mbps

4

E3

34.368 Mbps

16

E4

139.264 Mbps

64

E5

565.148 Mbps

256



	330
	Chapter 11, Table 11-3

Reads:

Table 11-3  Synchronous Digital Hierarchy (SDH)

STS Rate

OC Level

Speed

STS-1

OC-1

51.84 Mbps 

STS-3

OC-3

STS-12

OC-12

622.08 Mbps

STS-24

OC-24

1.244 Gbps

STS-48

OC-48

2.488 Gbps

STS-96

OC-96

4.976 Gbps

STS-192

OC-192

9.952 Gbps


	Should read:

Table 11-3  Synchronous Digital Hierarchy (SDH)

STS Rate

OC Level

Speed

STS-1

OC-1

51.84 Mbps 

STS-3

OC-3

155.52 Mbps

STS-12

OC-12

622.08 Mbps

STS-24

OC-24

1.244 Gbps

STS-48

OC-48

2.488 Gbps

STS-96

OC-96

4.976 Gbps

STS-192

OC-192

9.952 Gbps




Corrections April 29, 2011
	Pg
	Error
	Correction

	297
	Chapter 10, Cisco EtherChannel, Last paragraph
Reads:

With Fast EtherChannel, up to four Fast Ethernet Links can be grouped to provide a maximum aggregate bandwidth of 800 Mbps (full duplex).  With Gigabit EtherChannel, up to four Gigabit Ethernet links can be grouped to provide a maximum aggregate bandwidth of 8 Gbps.  With 10-Gbps Ethernet, up to four 10-Gbps Ethernet links can be grouped to provide a maximum aggregate bandwidth of 80 Gbps.
	Should read:
With Fast EtherChannel, up to eight Fast Ethernet Links can be grouped to provide a maximum aggregate bandwidth of 800 Mbps (full duplex).  With Gigabit EtherChannel, up to eight Gigabit Ethernet links can be grouped to provide a maximum aggregate bandwidth of 8 Gbps.  With 10-Gbps Ethernet, up to eight 10-Gbps Ethernet links can be grouped to provide a maximum aggregate bandwidth of 80 Gbps.


This errata sheet is intended to provide updated technical information. Spelling and grammar misprints are updated during the reprint process, but are not listed on this errata sheet.
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