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Warning and Disclaimer

Every effort has been made to make this book as complete and as accurate as possible, but no warranty or fitness is implied. The information provided is on an "as is" basis. The author and the publisher shall have neither liability nor responsibility to any person or entity with respect to any loss or damages arising from the information contained in this book or from the use of the CD or programs accompanying it.

When reviewing corrections, always check the print number of your book. Corrections are made to printed books with each subsequent printing.
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Corrections for May 6, 2020
	Pg
	Error – First Printing
	Correction

	940
	Chapter 4, answer to Question 1:
C, D. In a two-tier CLOS architecture, every lower-tier switch (leaf layer) is connected to each of the top-tier switches (spine layer) in a full-mesh topology. APIC connects to leaf devices only.
	Should read:
B, C. In a two-tire CLOS architecture, every lower-tire switch (leaf layer) is connected to each of the top-tier switch (spine layer) in a full-mesh topology. Every leaf switch connects to every spine switch in the fabric. The ACI fabric provides consistent low-latency forwarding across high-bandwidth links (40 Gbps and 100 Gbps). APIC connects to leaf only.


Corrections for March 23, 2020
GLOSSARY:
Page 6: "FCoE Fibre Channel over Ethernet (FCoE)" – change to “Fibre Channel over Ethernet (FCoE)"

Page 10: Please delete "MAC address" (first term under M).
Page 13: "Path MTU Discovery (PMTDU)" – change to "Path MTU Discovery (PMTUD)"
Define Key Terms
Ch 4: “application programing interface (API)” – change to “application programming interface (API)”

Ch 17 and 18: “Terminal Access Controller Access Control System (TACACS+)” – change to “Terminal Access Controller Access Control System (TACACS)”.
Corrections for February 14, 2020
	Pg
	Error – First Printing
	Correction

	Practice Test
	Ch 5, (e) Unicast Traffic over OTV:


The OTV edge will encapsulate the Layer 2 packet over Layer 3 and transport it to the OTV remote edge,
	Should read:


The OTV edge will encapsulate the Layer 2 frame over Layer 3 and transport it to the OTV remote edge,


This errata sheet is intended to provide updated technical information. Spelling and grammar misprints are updated during the reprint process, but are not listed on this errata sheet.
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