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	Pg
	Error – Third Printing
	Correction

	53
	Chapter 3, Example 3-6, R4-Spoke, bandwidth

Reads:

bandwidth 40000
	Should read:

bandwidth 4000

	53
	Chapter 3, Example 3-6, R41–Spoke, Third Config down

Reads:

ip nhrp map 192.168.100.1 172.16.11.1
	Should read:

ip nhrp map 192.168.100.11 172.16.11.1


	63
	Chapter 3, Example 3-13, R41-Spoke, Fourth Config down
Reads:

ip nhrp nhs 192.168.100.12 nbma 172.16.11.1
	Should read:
ip nhrp nhs 192.168.100.11 nbma 172.16.11.1 multicast

	80
	Chapter 3, Example 3-27, R31-Spoke config
Reads:

ip route vrf MPLS01 0.0.0.0 0.0.0.0 172.16.41.2
	Should read:
ip route vrf MPLS01 0.0.0.0 0.0.0.0 172.16.31.2

	104
	Chapter 3, Example 3-45, Fourth Line down

Reads:

rrack 300 list Boolean or
	Should read:

track 300 list Boolean or

	142
	Chapter 4, Example 4-17, R12-Hub, Remove command
	Command to remove:
summary address 10.2.0.0 255.255.0.0

	268
	Chapter 5, ZBFW Configuration, Second Bullet Point, First Sub-bullet Point

Reads:

· Allows the transmission of DHCP client traffic such as DHCPDiscover and DHCPDiscover packets.
	Should read:

· Allows the transmission of DHCP client traffic such as DHCPDiscover and DHCPRequest packets.

	274
	Chapter 5, First Paragraph, Last Sentence

Reads:

The ACL-IPsec and ACL-Ipsec are reused from the Outside-to Self policy.
	Should read:

The ACL-IPsec and ACL-ESP are reused from the Outside-to Self policy.
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