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First Printing: March 2014
Corrections for June 12, 2015
	Pg
	Error – Second Printing
	Correction

	52
	Chapter 2, Table 2-8, Modulation Column

Reads:

CCK
	Should read:

DQPSK


Corrections for March 20, 2015
	Pg
	Error – Second Printing
	Correction

	471
	CORRECTION TO THE BELOW ERRATA REFERENCE - Appendix A, Chapter 21, Answer to 8

Reads:

8. A, D. To save a copy of a controller’s configuration, you can use the show running-config CLI command.
	Should read:

8. A, D. To save a copy of a controller’s configuration, you can either upload the configuration file from the controller to your PC or you can use the show running-config CLI command.


Corrections for February 23, 2015
	Pg
	Error – Second Printing
	Correction

	402
	Chapter 20, Question 2, Answer f

Reads:

f.   Client state
	Should read:

f.  Client status

	459
	Appendix A, Chapter 4, Answer to Question 1

Reads:

1. B, D. The – and H plane plots are used to show a side view and a top-down view, respectively, with the antenna in the center of the plots.
	Should read:

1. B, D. The E and H plane plots are used to show a side view and a top-down view, respectively, with the antenna in the center of the plots.

	470
	Appendix A, Chapter 20, Answer to Question 2

Reads:

2.  A, C, D, E.
	Should read:

2. A, C, D, E, F.

	471
	CORRECTION TO THE BELOW ERRATA REFERENCE - Appendix A, Answer to 8

Reads:

8. A, D. To save a copy of a controller’s configuration, you can use the show running-config CLI command.
	Should read:

8. A, D. To save a copy of a controller’s configuration, you can use Commands> Upload File from the GUI or you can capture the show running-config CLI command output to your PC through the terminal emulator software.


Corrections for February 12, 2015
	Pg
	Error – Second Printing
	Correction

	442
	Chapter 21, Figure 21-14 Caption

Reads:

Figure 21-14 IDS and IPS Operational Differences
	Should read:

Figure 21-14  Selecting SNMP Trap Types


Corrections for January 5, 2015
	Pg
	Error
	Correction

	310
	Chapter 15, First Full Sentence at top of page

Reads:

Beacons are normally sent 100 times per second at the lowest mandatory data rate.
	Should read:

Beacons are normally sent 10 times per second at the lowest mandatory data rate.




Corrections for August 12, 2014
	Pg
	Error
	Correction

	409
	Chapter 20, Table 20-2, Description of WEP_REQD

Reads:

Client must authenticate with Wireless Equivalent Privacy (WEP).
	Should read:

Client must authenticate with Wired Equivalent Privacy (WEP).


Corrections for May 28, 2014
	Pg
	Error
	Correction

	10
	Chapter 1, Last Paragraph, First Sentence
Reads:

Figure 1-6 shows a simple representation of the continuous frequency spectrum ranging from 0 Hz to 1022 (or 1 followed by 22 zeros) Hz.
	Should read:

Figure 1-6 shows a simple representation of the continuous frequency spectrum ranging from 0 Hz to 1022 (or 1 followed by 22 zeros) Hz.



	230
	Chapter 11, Detecting a Controller Failure, Fourth Paragraph, Fourth, Fifth and Sixth Sentences

Reads:

Even if the primary controller is put back into service, the AP will stay with the secondary. You can change that behavior by enabling the AP Fallback feature-a global controller configuration parameter. If AP Fallback is enabled (the default), an AP can try to rejoin its primary controller at any time, whether its current controller has failed or not.


	Should read:

By default, the AP Fallback feature is enabled, causing the AP to try to rejoin the primary controller once it comes back online, whether its current controller has failed or not. You can change that behavior by disabling AP Fallback so that an AP will stay with its current controller until it fails.

	249
	Chapter 12, Figure 12-8, WLC-2 icon

Reads:

VLAN 100
	Should read:

VLAN 200

	284
	Chapter 14, Question 10

Reads:

10. A pre-shared key is used in which of the following wireless security configurations?
	Should read:

10. A pre-shared key is used in which of the following wireless security configurations? (Choose all that apply)

	291
	Chapter 14, WEP, First Paragraph, Second Sentence

Reads:

As an alternative, the 802.11 standard has traditionally defined the Wireless Equivalent Privacy (WEP) as a method to make a wireless link more like or equivalent to a wired connection.
	Should read:
As an alternative, the 802.11 standard has traditionally defined the Wired Equivalent Privacy (WEP) as a method to make a wireless link more like or equivalent to a wired connection.

	402
	Chapter 20, Question 4

Reads:

4. Which two of the following are ways you can force a client off the wireless network temporarily so that it has to reassociate?
	Should read:

4. Which one of the following is a way you can force a client off the wireless network temporarily so that it has to reassociate?

	471
	Appendix A, Answer to 8

Reads:

8. A, D. To save a copy of a controller’s configuration, you can use the show running-config CLI command.
	Should read:

8. A. To save a copy of a controller’s configuration, you can use the show running-config CLI command.

	492
	Key Terms Glossary, First Term

Reads:

Wireless Equivalent Privacy (WEP)
	Should read:

Wired Equivalent Privacy (WEP)


Corrections for April 15, 2014
	Pg
	Error
	Correction

	16
	Chapter 1, Figure 1-13, Right side of Figure

Reads:

T2 and T3

T2 – T1 = 90mW

T2/T1 = 10
	Should read:

T2 and T3

T3 – T2 = 90mW

T3/T2 = 10


Corrections for April 9, 2014
	Pg
	Error
	Correction

	22
	Chapter 1, Fourth Sentence at top of page

Reads:

If an antenna has its gain shown as dBi, you can add 2.14 dBi to the value to get its gain in dBi units instead.
	Should read:

If an antenna has its gain shown as dBd, you can add 2.14 to the value to get its gain in dBi units instead


Corrections for March 24, 2014
	Pg
	Error
	Correction

	30
	Chapter 1, Figure 1-28

Lists the graph for 180 first 
	Should list the 270 graph first
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